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IPTOBAGLS

D Agora additional push-button panels for IP way system

@ rulsantiere serie Agora per sistema IP way
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SEQUENZA MONTAGGIO MODULI
ASSEMBLY MODULE SEQUENCE
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@) Numerazione dei pulsanti di chiamata

Al fine della numerazione dei pulsanti & importante solo la
configurazione dei dip-switch E2 e non l'ordine con cui i
moduli pulsanti aggiuntivi (IPTO8BAGLS) sono collegati tra di
loro o a quale connettore (E1a o E1b) € connesso il cavo di
collegamento.

Nel disegno successivo é riportata la numerazione dei pulsanti di
chiamata in funzione della configurazione dei dip-switch.

@ Numbering of call buttons

For numbering the call buttons it is important to set proper-
ly dip-switch E2 whilst neither the order of connecting the
additional push-button modules (IPTO9AGLE) nor to which
connector (E1a or E1b) the flat cable is connected will affect
numbering.

In the next drawing is reported numbering of calling buttons re-
lated to dip-switch settings.
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Dopo aver eseguito la procedura di numerazione dei pulsanti di
chiamata € necessario accedere all'interfaccia Web del modulo
audio/video (pagina "Configurazione estesa --> Videocitofono")
dove devono essere inseriti i seguenti dati:

1) numero di pulsanti presenti nel modulo audio/video (1 0 2)

2) numero dei pulsanti presenti dei moduli aggiuntivi (da 1 a 128).
Nell'esempio che segue sono riportati i dati da inserire per un
impianto con 1 pulsantiera audio/video con 2 tasti IPV12AGLS e
16 moduli pulsanti aggiuntivi IPTO8AGLS completi, per un totale
di 128 tasti.

Agora 5:

Numero di pulsanti nel modulo base:
Conteggio pulsanti espansione:
Tastiera collegata:

=
125 g

Infine a ciascun pulsante deve essere associato I'indirizzo o gli
indirizzi IP/SIP degli utenti da chiamare. Per eseguire tale ope-
razione consultare il manuale di installazione del modulo audio/
video IPV11AGLS o IPV12AGLS.

After done the numbering of call buttons it is necessary to enter
the web interface of the audio/video module (page "Extended set-
tings --> Doorphone”) where must be entered the following data:
1) number of buttons on the audio/video module (1 or 2)
2) total number of buttons on the additional modules (from 1 to
128).
In the following example are reported data to be entered for a
system composed of 1 IPV12AGLS (2-button audio/video door
station) and 16 fully equipped IPTO8BAGLS (additional buttons
modules), for a total of 128 buttons.

Agora 5:

Number of buttons on basic module: 2 «
Expansion buttons count: 128«

Keyboard connected: ]

Finally, to end the procedure, one or more IP/SIP user-address
must be associated to each calling buttons.

To make this association refer to the installing manual of the audio/
video module IPV11AGLS or IPV12AGLS.
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Smaltire il dispositivo secondo quanto prescritto dalle norme per la tutela dell'ambiente.
Dispose of the device in accordance with environmental regulations.
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